Physics 116C Problem Set 2
Additional Problems

1. A cosine function \( f_1(t) = A \cos(2\pi f_0 t) \) is multiplied by \( f_2(t) \), a unit boxcar function (height=1) extending from \(-T_1\) to \(T_1\) (assume \(T_1 \gg 1/f_0\)) to give \( f_3(t) = f_1(t)f_2(t) \). (Refer to figures in Fourier transform handout for mathematical definition of boxcar function. Note that \( f_0 \) and \( T_1 \) are constants.)

(a) Write down the corresponding Fourier transforms, \( F_1(f) \) and \( F_2(f) \).

(b) Use the convolution theorem to find a mathematical expression for the Fourier transform, \( F_3(f) \).

(c) Sketch the real part of the Fourier transform of \( F_3(f) \).

Notes: recall that \( \int_{-\infty}^{\infty} f(y)\delta(x-y)dy = f(x) \). The convolution integral \( g(x) \) of two functions \( f_1(x) \) and \( f_2(x) \) is defined as \( g(x) = \int_{-\infty}^{\infty} f_1(y)f_2(x-y)dy \).

2. Human hearing typically extends up to 17 kHz or so. The dynamic range between the softest (ppp) and loudest (fff) passages of classical music is 60 dB.

(a) Explain the advantages of digitizing an audio waveform of a musical performance at a sampling rate of 44 kHz and 16 bit resolution rather than 22 kHz and 8 bit resolution. Be quantitative.

(b) Explain why a low pass filter is required before digitization.

i. What is the maximum frequency allowed to pass this filter for the 22 kHz sampling rate?

ii. Would a simple single stage RC filter with corner frequency equal to this maximum frequency be sufficient? Explain. (Assume there is significant audio power extending beyond 17 kHz.)

iii. What would be the result on the reproduced waveform of power remaining at frequencies beyond the desired maximum?

iv. For a 22 kHz sampling rate, what would be the apparent frequency of a digitized 30 kHz signal if there were no filter?